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〔[ en j] English 

Specifications 
Creative l-Trigue 2300 

Power output 
Satellite speaker: 

9 watts RMS per channel 
Signal-to-Noise Ratio: 80dB 
Frequency Response: 120Hz - 20kHz 

For 11.5V AC input 

This product operates from the supplied 
11.5V AC 1.6A power adapter. 

For 14V DC input 

This product operates from the supplied 
14V DC 1.7A universal power adapter. 

|es j] Espanol 

Especificaciones 
Creative l-Trigue 2300 

Salida de alimentacion 
Altavoz auxiliar: 

9 vatios de carga eficaz por canal 

Relacion de serial a ruido: 80dB 
Respuesta de frecuencias: 120Hz a 20kHz 

Para la entrada de ca de 11.5 V 

Este producto funciona con el adaptador de 
alimentacion de ca de 11.5 Vy 1,6 A 
suministrado. 

Para la entrada de cc de 14 V 

Este producto funciona con el adaptador de 
alimentacion de cc universal de 14 Vy 1,7 A 
suministrado. 

《tu i| Turkge 

Spesifikasyonlar 
Creative l-Trigue 2300 

Ses giki§i 
Satellite hoparlor: 

Kanal ba§ina 9 watt RMS 
l§aret-Gurultu Gucu Oram: 80 dB 
Frekans Yamti: 120 Hz ~ 20 kHz 

11.5V AC giri§ igin 

Bu urun, birlikte gonderilen 11,5V AC 1.6A 
gijg adaptorunden gelen gugle gali§ir. 

14V DC girif igin 

Bu urun, birlikte gonderilen 14V DC 1.7A 
evrensel gug adaptorunden gelen gugle 
9ali§ir. 

□□口 

□ □ 

Creative l-Trigue 2300 

□ □ 

□□□□□□□□□□： 

9WRMS 幻□□□口 
SNR(SNQ ):80dB 

□ □□□□： 120Hz ~ 20kHz 

11.5V ACD n 

□ □□□□□□□ 11.5VAC □□□□□口 

o.6A)n □□□□□□ 

14V DCQ □ 

□ □□□□□□□i4v DcnnnnnDnnn 

□ □(1.7A) □□□□□□口 

□ □□□□□□□□□□□□□□□□□□□AC 

□ □□□□□□□ ocn□□□□□□□□□□□ 
□nnnnnn 


I fr )) Frangais 

Specifications 
Creative l-Trigue 2300 

Sortie de「alimentation 
Haut-parleur satellite: 

9 watts RMS par canal 

Rapport signal/bruit: 80dB 

Reponse en frequence: 120Hz - 20kHz 

Pour rentree en courant alternatif de 11.5 V 

Ce produit fonctionne avec I’adaptateur 
d’alimentation fourni de 11.5 V ca /1,6 A. 

Pour rentree en courant continu de 14 V 
Ce produit fonctionne avec I’adaptateur 
d’alimentation universel fourni 
de 14 Vcc/1,7 A. 

fl bp j] Portugues do Brasil 

Especificagoes 
Creative l-Trigue 2300 

Saida de alimentagao 
Alto-falante: 

RMS de 9 watts por canal 

Relagao sinal/rufdo: 80dB 

Resposta de frequencia: 120 Hz a 20kHz 

Para entrada de 11.5 V AC 

Este produto funciona com o adaptador de 
alimentagao 11.5V AC de 1.6A. 

Para entrada de 14V DC 

Este produto funciona com o adaptador 

universal de alimentagao14V DC de 1.7A. 

Jc]) □□□□ 

規格 

Creative l-Trigue 2300 

□ □□□ 

□ □□□： 

每聲道 9 瓦 RMS 

□ □ □ : 80dB 

□ □ □ □:120Hz~20kHz 

針對 11.5 V AC 輸入 

□ □ □ □11.5VAC1.6AnD □ □ □ □ 

針對 14V DC 輸入 

□ □□□14V DC 1.7A □□□□□□□□□ 

□□□□ 

□ □ 

Creative l-Trigue 2300 

功率输出 
卫星音箱： 

□ □□□ 9□(□□口） 

信噪比： 80dB 

频率响应： 120Hz 〜 20kHz 

□ □11.sv Acn n 

本产品由 11.5VAC1.6A 变压器供电。 

n n i4v dcd □ 

本产品由 14VDC1.7A 通用型变压器供电。 

本品会视所售区域的不同，附帯相应规格的 
AC 或 DC 电源变压器。 
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Safety & Regulatory Information 

The following sections contain notices for various countries: 

Caution 

This product is intended for use with FCC/CE certified computer equipment. Please check the 
equipment operating/installation manual and/or with the equipment manufacturer to 
verify/confirm if your equipment is suitable prior to the installation or use of the product. 

Notice for USA 

FCC Part 15: This equipment has been tested and found to comply with the limits for a Class B 
digital device, pursuant to Part 15 of the FCC Rules. These limits are designed to provide 
reasonable protection against harmful interference in a residential installation. This equipment 
generates, uses and can radiate radio frequency energy and, if not installed and used in 
accordance with the instructions, may cause harmful interference to radio communications. 
However, there is no guarantee that interference will not occur in a particular installation. If this 
equipment does cause harmful interference to radio or television reception, which can be 
determined by turning the equipment off and on, the user is encouraged to try to correct the 
interference by one or more of the following measures: 

• Reorient or relocate the receiving antenna. 

• Increase the separation between the equipment and receiver. 

• Connect the equipment into an outlet on a circuit different from that to which the 
receiver is connected. 

• Consult the dealer or an experienced radio/TV technician for help. 

This device complies with part 15 of the FCC Rules. Operation is subject to the following two 
conditions: 

1. This device may not cause harmful interference, and 

2. This device must accept any interference received, including interference that 
may cause undesired operation. 

Caution 

To comply with the limits of the Class B digital device, pursuant to Part 15 of the FCC Rules, 
this device must be installed with computer equipment certified to comply with Class B limits. 

All cables used to connect to the computer and peripherals must be shielded and grounded. 
Operation with non-certified computers or non-shielded cables may results in interference to 
radio or television reception. 

Modification 

Any changes or modifications not expressly approved by the grantee of this device could void 
the user’s authority to operate the device. 

State of California Proposition 65: 

WARNING: Handling the cord(s) on this product may expose you to lead, a chemical known to 
the State of California to cause cancer and birth defects or other reproductive harm. Wash your 
hands after handling. 

Notice for Canada 

This Class B digital apparatus complies with Canadian ICES-003. 

Cet appareil numerique de la classe B est conforme a la norme NMB-003 du Canada. 

Canadian Class B Statement 

This digital device does not exceed the Class B limits for radio noise emissions from digital 
apparatus as set out in the interference-causing equipment standard entitled "Digital 
Apparatus," ICES-003 of the Department of Communications. 

Cet appareil numerique respecte les limites de bruits radioelectriques applicables aux 
appareils numeriques de Classe B preserves dans la norme sur le materiel brouilleur: 
"Appareils Numeriques," NMB-003 edictee par le ministre des Communications. 

MODIFICATION: 

Any changes or modifications not expressly approved by the grantee of this device could void 
the user's authority to operate the device. 

Toute modification non approuvee explicitement par le fournisseur de licence de I'appareil peut 
entrainer I'annulation du droit de I'utilisateur a utiliser I'appareil. 


© 2007. Creative Technology Ltd. All rights reserved. The Creative logo and Creative l-Trigue 
are either registered trademarks or trademarks of Creative Technology Ltd. in the United 
States and other countries. All other logos, brand or product names are trademarks or 
registered trademarks of their respective holders and are hereby recognised as such. All 
specifications are subject to change without notice. Use of this product is subject to a limited 
warranty. Actual contents may differ slightly from those pictured. 


P/N 03MF1 57500001 Rev. A 


For US only: 

Power rating conforming to FTC Amplifier Rule,16 CFR Part 432: 

Speakers: 9 Watts RMS per speaker 

(measured @ 8 ohms @ 10% THD @ 120 Hz - 20kHz, two channels driven) 
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([CT ]) 〇 〇 〇 □ 

〇)□□口 

□□□口 

❶ 

Right Speaker 

Haut-parleur Droit 

Altavoz Derecho 

Alto-falante Direito 

Sag Hoparlor 

右聲道喇叭 

□ □□□□□□□□□(□) 

□ □□□□ 

o 

Left Speaker 

Haut-parleur Gauche 

Altavoz Izquierdo 

Alto-falante Esquerdo 

Sol Hoparlor 

左聲道喇叭 

□ □□□□□□□□□(□) 

□ □□□□ 

❸ 

To Wall Outlet 

(Disconnect when not in use for 
several days) 

Vers La Prise Mural 

(Deconnectez le systeme si vous 
n’avez pas I’intention de I’utiliser 
pendant plusieurs jours) 

A La Toma De Corriente 

(desconectelo cuando no se vaya 
a utilizar durante varios dfas) 

Para Tomada Eletrica 

(Desconectar quando nao estiver em 
uso por varios dias) 

Duvar Qiki^i 

(Birkag gun kullamlmayacak ise 
baglantiyi kesin) 

至牆壁插座 

(□□□□□□□□□ 

□ □□□) 

ACQ □□□□□□ □ 
□□□nnnnnnnnnnnnn 
□□□□□□□□ 

□ □□□□ 

(长时间不用请拔下 
电源插头） 

o 

Power Supply Adapter 

(Types of adapter may vary in 
different countries) 

Adaptateur D'alimentation 

(le modele peut varier selon le pays) 

Adaptador De 
Alimentacion 

(los tipos de adaptadores pueden 
variar segun el pais) 

Adaptador De Fonte De 
Alimentagao 

(Os tipos de adaptador podem variar 
em diferentes pafses) 

Gug Kay nag i Adaptorii 

(Adaptor tipinin ulkelere gore 
farklilik gostermesi mumkundur) 

變壓器 

(□□□□,□□□□□ 

□ □□□) 

acq□ □ □□ 

□ □□□Acn □□□□□□□□□ 

□ _□□□□ 

□ □□ 

( 不同国家，变压器 
类型可能不同） 

❺ 

To Analog Audio 

Source 

Vers La Source Audio 
Analogique 

Fuente De Sonido 

Analoga 

Fonte De Audio Analogico 

Analog Ses Kaynaklarina 

至類比音源 

□ □□□□(□□□ 口） 

□ □□□□ 

□□□□□□ 

❻ 

Volume Control with 
Power ON/OFF Switch 

Controle Du Volume 

Avec Interrupteur 

ON/OFF 

Control De Volumen 

Con Interruptor 

De Encendido 

Controle De Volume Com 
Chave De Liga/Desliga 

Gug Agik/ 

Kapali Dugmesiyle Ses 
Yuksekligi Denetimi 

帶電源開關的 
音量控制器 

□□□□□□□□□□□ 

□ ON/OFF 口 □□□ 

□□□□□□□ 

□ □□□ 

o 

Power LED 

Diode Electroluminescente 
POWER 

LED Power 

Indicador LED De 
Alimentacion 

Gug LED，i 

電源指示燈 

□ □ □ LED 

□ □ LEDD □ □ 

o 

Tone Control 

Controle De La Tonalite 

Control De Tono 

Controle De Tom 

Ton Denetimi 

音調控制 

□□□□□□□□□ 

□ □□□ 

❺ 

Headphone Jack 

Prise Casque 

Conector De Auriculares 

Connector De Fones 

De Ouvido 

Kulaklik Jaki 

耳機插孔 


□ □□□ 
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